Jetf Watson Homes, Inc.

Specifications

Permits
- County or City (per area)

Inspections

- MLAW Engineer Prepour and Framing

- County or City (per area)

Surveys
- Supplied by Lot Owner

Excavation
- Slab
- Other

Foundation
- Structural Reinforcement
- Inspection

- Anchor Bolts
- Brick Ledge
- Floorplugs

Framing
- Exterior Wall Studs
- Interior Wall Studs
- Bottom Plate Material
- Sheathing

- Wall Protection

- Recessed Shampoo Holder
- Tub Access
- Shower Seat
- Dow Sill Sealer
Cornice
- TPascia

- Soffit

- Shingle Mold

- Trm

- Chimney Material (Exterior)
- Porch Ceilings

Down to Bearing Soil, Rock or Caliche
Clear for Driveway & Slab Area

Engineered Cable/Post Tension.

At Pre-Pour and at Stressing.

Simpson Plate Straps or 1/2" Anchor

Bolts

Brick Ledge to be no More than 30" Above
Final Grade

Per Plan

2x4 #2 SPF 16" on Centet.

2x4 #2 SPF 16" on Centet.

2x4 Pressure Treated Bottom Plates

3/4" Dowfoam Behind Masonry. 7/16" OSB
w/ Black Felt on FP Chase

2 Layers 60 Min. Felt (by Stucco Contractor) on all
OSB/Stucco Walls

At All Showers R.O.=16" x 16"

At Master Tub-Removable Tub Skirt on Front
Per Plans

Under All Bottom Plates

2x8 SPF Wood Fascia With Pre-Primed 1x4
Exterior Spruce Trim and Brick Molds
"Hardiplank" 1/4 Perforated "Cedarmill" Soffit
1" x 4" SPF...Primed

SPF Pre-Primed

Stucco or Hardiboard (Per Plan)

1x4 Beaded Board (Stained) Ceilings at all Porches



